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ROVA/PRO FOOOA 


117V 60HZ or 220V bOHZ 


FRNCOM/ROVAFONE INTERNATIONAL 


The people who inventec the. cordless telephone. 


COMPONENT OF MODEL 3000A 


Model 3000 consists of Portable Unit, Base Unit, Battery Charger, Carrying Case 
and Antenna. Take care as you remove these units from the shipping carton. 
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FUNCTION OF CONTROLS FOR MODEL 3000A 
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BASE INSTALLATION OF MODEL 3000A 


Install the base unit with a 117 (230) volt AC 50/60 Hz power outlet and a 
standard telephone extension outlet and use in area that is comparatively dry, 
from dust. Place on a table, desk or shelf, preferably away from heavy traffic 
and ferrous concrete. Plug the telephone extension plug into a standard tele- 
phone extension outlet. Then insert the AC power plug into a standard 117 (230) 
volt AC power outlet. 


BASE UNIT 


WIRED PHONE 
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ANTENNA INSTALLATION OF MODEL 3000A 


Two antennas are needed to operate the base unit and one antenna is attached at 
the factory to the portable unit. Two antennas should be inserted into the 
antenna connectors on the back of the base unit. One is for receiving and the 
other is for transmitting. Raise the antennas of the portable unit and the base 
unit to full length. 


CAUTION: These antennas should'’be connected to due position in accordance 
with the following drawing. Do not connect the transmitting 
antenna to the receiving antenna connector and the opposite 
way. 
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CHARGING MODEL 3000A 


The portable unit should be charged for 4 hours when you want to operate a 
full day’s maximum capacity. To charge your portable unit, insert the end of the 
battery charger into the charger jack of the portable unit. Check the power 
switch... It is better to turn on the “OFF” switch during charging. Plug the 
charger into a standard 117 (230) volt AC electrical wall outlet. 

Your /3000 can be operated during recharge cycle, but you may take two times 
or more hours for recharging and it may make a humming sound. 


CAUTION: Do not use any other type of battery charger, 


OPERATING MODEL 3000A 
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BASE UNIT 


Turn the power switch on the front panel of the base 
unit to the “ON” position. The power indicator lamp 
should glow. 


PORTABLE UNIT 


Turn the power switch of the portable unit to the 
“ON” position. And then push the transmitting 
botton on the top of the portable unit to the 
“TRANS.” position. Wait for 4 seconds till you could 
hear the dial tone and push the keyboard for the 
number you wish to call. When you tur the power 
switch to the “ON” position, the ON AIR indicator 
lamp will flash. If you push the transmitting botton 
to the “TRANS.” position, the ON AIR indicator 
lamp will change to light from flash. 

When the line is busy, push the transmitting botton 
to “WAIT” position. 

Push the transmitting botton to the “WAIT” posi- 
tion after finished the call. 

If you want to dial the number that you have dialed 
the last time, push the transmitting botton to ths 
“TRANS.” position. Wait for 4 seconds. When you 
could hear the dial tone, push the memory botton 
and the line is connected automatically without re- 
dialing. 

When you have finished a call and would like to make 
another call soon, you don’t touch the transmitting 
botton, just push the request botton, wait for 4 
seconds and you are ready for the next call. 


When waiting for calls, the power switch should be 
always on the “ON” position and the transmitting 
botton should be on “WAIT” position. 

When you hear the phone ringing, turn the trans- 
mitting botton to the “TRANS.” position and the 
line is ready for use after 4 seconds. 

Tur the transmitting switch to the “WAIT.” posi- 
tion after finished the telephone conversation. 


When you want to call the portable unit from the 
base unit, push the call switch of the base unit. 
When the transmitting botton is on the “WAIT.” 
position and the power switch also in on the “ON” 
position, the receiver of the portable unit will ring 


-by calls from the base unit. You can now talk 


between the portable unit and the wired phone. 
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BASE UNIT 


GENERAL 


[ MODEL 3000 | 
Transmitting Frequency:|40.665~40.695MHz | 


\a channel within this range of frequency) | 
Receiving Frequency: |26.995~27.255MHz 
(1 channel within this range of frequency) 


| Modulation Mode: . “|F requency modulation | 


+. 


Communication System:|Duplex 


Integrated Circuits: 16 Is 7] 
| Power Supply: AC 117V, (230V) 50/60Hz | 
Dimensions: 350mm(W) x 250mm(D) | 200mm(W) x 290mm(D) | 
| x 95mm(H) x 85mm(H) | 
TRANSMITTING 


MODEL 
Transmitter Power: [Les than 800m 


Frequency Deviation: {Less than +5kHz 
Within +0.01% (—20 ~ +50°C) 


Frequency Tolerance: 


RECEIVER 

Sensitivity: 2uV for 10dB noise quieting level 
Ring Detector: Photo-coupler system 

Coupling to Telephone | Hybrid Transformers 

Network: 

Hold System: Using electronic lock circuits 
COMMUNICATION RANGE* 


3000 
UP TO 1,000 METERS 
*At line of sight conditions. 


SPECIFICATIONS 
HAND HELD UNIT 


GENERAL 
“MODEL 3000 —Sti«dY?: | 

Transmitting Frequency: 26.995~27.255MHz 

(i channel within this range of frequency) 
Receiving Frequency: 40.655~40.695MHz 

(1 channel within this range of frequency) 
Modulation Mode: | Frequency modulation 7 - 

| Communication System: Full Duplex 

Dialing Rate: 10p.p.s. ; 

Memory storage and Re-Dialing Functions 

L of Last Telephone Number Made. 
Batteries: Rechargeable Ni-Cd, 12V, AA type 
Integrated Circuits: 9 > 
Dimensions: 70mm(W) x 220mm(H) x 65mm(D) 
TRANSMITTING 
MODEL 3000 

Transmitter Power: | Less than 200mW 
Frequency Deviation: Less than +5kHz : 
Frequency Tolerance: ase +0.01% (—20 ~ +50°C) 7 | 
RECEIVER 
Sensitivity: 2uV for 10dB noise quieting level 
Selectivity: BW +75kHz min at 3dB down 
Audio Output: 300m V (normally) . 


ERRCOM/ROVAFONE inteenirional 
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